Wiring Diagram: Populus A connected to Spider W40

Use 12V DC el. strike only!
Check the polarity (+-)!

For connection use UTP cable. Cable Iength between devices must not exceed 50m. Animproperly connected el. strike can permanently damage the device!
If cable length exceeds 25m, use one twisted pair (two wires) for each pole (+ and -). The power consumption of el. strike must not exceed 250mA!
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\l Wire Colour Description Spider W40 Wire Colour Description Connector
1 === Red 9-14V DC 12V 9 |==Dark blue ETH TXP Rj45 PIN 1
110 - 230VAC ¢S 2 | == Grey GND GND 10 Pink ETH TXN Rj45 PIN 2
- 3 = Green El. strike output LOCK 11 | == Black ETH RXP Rj45 PIN 3
% 4 White Alarm output TMP 12 | == Purple ETH RXN Rj45 PIN 6
o 5 Yellow Door status switch input SWITCH
> 6 —— Orange Push button input BUTTON
Backup battery, 12V 2.3Ah. )
Pay attention to the polarity! A
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4. wire
— Button D-C-B
1. wire
Same wiring applies
Button to Button D-C-R
Wire Colour Description Spider W40
) Relay J 1 | === | 9-14VDC 12V
Button D-C-B ] 2 | —— GND GND
’> El. Strike ] 3 — Output BUTTON
4 Not connected | Not connected
Populus A } *1. wire is coloured red www.jantar.si
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